
MODLINK MSVD CABINET POWER OUTLETS

VDE orange 250V AC / 16 A

Germany (VDE) orange
for installing in front of main switch
Spring clamp terminals

Link to Product
Illustration

Commercial data

Product may differ from Image

ECLASS-6.0 27143423

ECLASS-6.1 27142305

ECLASS-7.0 27142305

ECLASS-8.0 27142305

ECLASS-9.0 27142305

ECLASS-10.1 27142305

ECLASS-11.1 27142305

ECLASS-12.0 27142305

ETIM-5.0 EC002625

customs tariff number 85366990

GTIN 4048879031271

Packaging unit 1

Electrical data | Supply

Operating voltage AC 250 V

Operating current min. 10 A

Operating current max. 16 A

Installation

Connection cross section max. 2,5 mm²

AWG number max. 14

Installation | Connection

Product-PDF for Article 4000-72000-0140000

The information in this Product-PDF has been compiled with the utmost care.
Liability for the correctness completeness and topicality of the information is restricted to gross negligence. Version: 2024-05-04

Murrelektronik bv | Noorderlaan 147-b9 | B-2030 Antwerpen | Fon +32 (0)380 868 81 | Fax | shop@murrelektronik.be | shop.murrelektronik.be

https://shop.murrelektronik.be/4000-72000-0140000?lang=1


Connection Spring clamp terminals FK

Installation | Pin assignment

No. of poles 2 + PE

Connections per pole 2

Protection contact present yes

Mechanical data | Mounting data

Mounting method Snap-in connector

Suitable for mounting type Mounting rail TH35

Height 68 mm

Width 47 mm

Depth 56 mm
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