
AS-I AND 2X AUX. POWER DISTRIBUTER FOR MASI68

MASI68 passive distribution box
2× Aux. Power
7/8"
Connection cables are in the online shop under "Connection Technology".
Housing fully potted.

Link naar het product
Afbeelding

Commerciële gegevens

Product van afwijken van afbeelding

ECLASS-6.0 27279219

ECLASS-6.1 27279219

ECLASS-7.0 27279219

ECLASS-8.0 27279219

ECLASS-9.0 27440108

ECLASS-10.1 27440111

ECLASS-11.1 27440111

ECLASS-12.0 27440111

ETIM-5.0 EC002585

Douane tarief nummer 85176200

GTIN 4048879373517

Verpakkingseenheid 1

Electrical data | Supply

Operating voltage external DC min. 18 V

Operating voltage external DC max. 30 V

Bus voltage AS-Interface DC min. 26,5 V

Bus voltage AS-Interface DC max. 31,6 V

Current consumption AS-i port max. 4000 mA

Total current max. 8 A

Device protection | Electrical
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Degree of protection (EN IEC 60529) IP68

Mechanical data | Mounting data

Suitable for mounting type 2-hole screw mounting

Height 151 mm

Width 30 mm

Depth 34,5 mm

Environmental characteristics | Climatic

Operating temperature min. -20 °C

Operating temperature max. 60 °C

Storage temperature min. -20 °C

Storage temperature max. 70 °C

Connection type 4

Connection type 1 2

Connection type 2 0, 1

Connection type 3 Asi In

Connection type 4 Power In

Family construction form M12

Gender female

Color contact carrier black

Coding A

No. of poles 5

PIN 1 AS-i +

PIN 2 0 V (UA 1)

PIN 3 AS-i -

PIN 4 24 V DC (UA 1)

PIN 5 n.c.

Family construction form M12

Gender female

Color contact carrier black

Coding A

No. of poles 5

PIN 1 AS-i +

PIN 2 0 V (UA 0)

PIN 3 AS-i -

PIN 4 24 V DC (UA 0)

PIN 5 n.c.

Family construction form M12

Gender male

Color contact carrier black

Coding D

No. of poles 4

PIN 1 AS-i +

PIN 2 n.c.

PIN 3 AS-i -

PIN 4 n.c.

Family construction form 7/8"

Gender male

Color contact carrier black

No. of poles 5

PIN 1 24 V DC (UA 0)

PIN 2 0 V (UA 0)

PIN 3 PE

PIN 4 24 V DC (UA 1)

Product-PDF voor artikel 56454

De informatie in dit datablad is met de grootst mogelijke zorg samengesteld.
Aansprakelijkheid beperkt tot grove nalatigheid voor de juistheid, volledigheid en actualiteit. Status: 2024-05-07

Murrelektronik bv | Noorderlaan 147-b9 | B-2030 Antwerpen | Fon +32 (0)380 868 81 | Fax | shop@murrelektronik.be | shop.murrelektronik.be



PIN 5 0 V (UA 1)
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